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SPECIAL TOOLS REQUIRED NONE

DESCRIPTION OF CHANGE SEE PAGE 2
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ﬁ’ DESCRIPTION OF CHANGE:

1. BEFORE INSTALLING THE HEAT SHIELD THE WIRE HARNESS ON
THE L.H. SIDE BETWEEN FS480 AND 449 AT WL 105 SHOULD BE
CAREFULLY INSPECTED FOR HEAT DAMAGE TO THE INSULATION
.ON THE WIRES WITHIN THE HARNESS. TO ACCOMPLISH THIS
© INSPECTION, THE VARGLAS SLEEVING ON THE HARNESS IN THE
“AREA MUST BE. REMOVED. SPLIT THE SLEEVING WITH A SHARP
'KNIFE, USING EXTREME CARE SO AS NOT TO DAMAGE ANY OF
THE HARNESS WIRES '
S z I.F ANY OF THE W.IRES WI‘I‘HIN THE H.ARNESS SHOW E\[IDENCE or
' ' CHARRING' OR BRITTLENESS, THE HARNESS SHOULD BE REPLACED o
. PER SB 403. . DO NOT CONFUSE.YELLOWING OF . THE WIRES L e
BECAUSE OF. MODERATE HEAT, OIL,  OR AGE;, WITH THE VERY
DEEINITE CHARRING AND STIFFENING (BRITTLENESS) CAUSED:
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